Hysine Water Flow Switch

WPS-25
Water Flow Switch

LIQUID FLOW SWITCHES “

APPLICATION

The paddle type SPDT HFS series are designed to provide
excellent performance where accuracy, reliability, and
rugged construction are required used in liquid flow lines

and prosphor bronze and /or classified as a hazardous
fluids.

They can be wired to close one circuit and open a second
corcuit when liquid flow eiher exceeds or drops below the
adjusted flow rate.

The HFS series are recommended for liquid pressure and
temperature as mentioned below and must not be used on
lines carrying liquids with highsalt or chlorine content but
is not for use in hazardous atmoshperes.

They may be also used outdoors but must be protected

MODEL SELECTIONS from weather or splashing water.
All series Fsa flow switches are designed for use only as

operating controls.

Where an operation control failure would result in personal
! injury and/or loss of property, it is the responsibility of

20 |- 20mm(3/4) user to add safety devices that protect agianst, or

m_ supervisory systems that warn of control failure.
25 |:25mm(1")

15 |: 15mm(1/2")

i
Operating Pressure 10kg /e’ (1000KPa)
owensovs I

Insulation Resistance QOver 100M o , DCS00VM

88 Withstand Voitage AC 1500V/1minute

g Contact Point Life 1000K Cycle

Bellows Life 500K Cycle
Temperature of Fluid Max 100 (212°F), 150T

ELECTRICAL RATINGS

Type | Voltage |Resistence| Lamp | Motor
Load Load Load
AC | AC125v | 5A 44A 5A
(Standerd)| AC250V | 2.5A 20A 2.5A
DG | DC11sv | 03a
DC230V | 0.15A

Pitch 7

Cable Gland

Unit:men

V1.0 Hysine Controls Australia Page 1/3



Hysine

Water Flow Switch

LIQUID FLOW SWITCHES
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Typical Installation.
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1 OR OTHER PIPE RESTRICTION.

Pipe Size in Which MM 20 25 32 38 51 63 76 102 127 152
Flow Switch Installed | Inches 1 1 14 14 2 2% 3 4* St 6"
Factory Flow GPM 5.50 6.00 9.80 127 18.8 24.3 30.0 39.7 | 587 79.2
or LPM 18.52 | 22.71 | 37.09 48.1 1.2 91.9| 1136| 1503 | 2222 | 2998
Minimum No GPM 4.00 3.60 5.60 7.00 9.40 11.6 12.0 19.8 | 293 39.6
Adjustment | Flow LPM 11.00 | 1362 | 21.20| 2649 | 3557 439 454 749 | 1108 | 1499
Flow GPM 8.80 10.2 16.8 23.0 32.8 424 521 735 | 1150 | 166.0
Maximum LPM | 35.30 38.6 63.3 87.0| 1241 | 1605| 1972 | 2782 | 4353 | 6283
Adjustment No GPM 8.50 9.20 15.0 19.5 24.0 37.5‘ 461 64.2| 920 | 123.0
Flow | LPM | 3030 3482 | 568| 738| 908| 141.9| 1745| 24303482 | 4656
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